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The Sentry™ Calibration Fixture is used to verify the SVS1 
Sentry™ sensor calibration as part of field installation and dur-
ing the recommended 6 month preventative maintenance. One 
Calibration Fixture can be shared between several Sentry™ 
Visibility Sensors. It is noted that the use of a Calibration fix-
ture to install and maintain the Sentry™ is not an optional ac-
cessory. 
 
The Calibration Fixture consists of rugged foam-lined Attaché 
Case that protects and organizes the following items: 

1) Light Block for checking the sensor zero 
2) Neutral Density (ND) Filter for checking the sensor 

span 
3) Scatter Plate used in conjunction with the ND Filter for  

checking the sensor span 
4) Mounting hardware for attaching the Scatter Plate to 

the mounting studs on the back of the Main Electron-
ics Enclosure. Three (3) thumbnuts are provided, 2 for 
use to hold the Scatter Plate and 1 as a spare. 
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The Calibration Fixture is assigned a serial number and traceable extinction coefficient 
(EXCO) at the EnviroTech Sensors factory. The EXCO is recorded on the ND Filter as well 
as on the Scatter Plate. 
 
Features include: 
 

· Factory calibrated against standard sensor 
· Rugged foam-lined attaché case to eliminate damage 
· Self contained with all parts necessary for the calibration 

 
System requirements: 
 

· SVS1 Sentry™ Visibility Sensor with any 
standard or optional output 

 
Ordering Information: 
 

· P/N 20004 Sentry™ Calibration Fixture 


